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Load chart

THIS CHART IS ONLY A GUIDE AND SHOULD NOT BE USED TO OPERATE THE CRANE. 
The individual crane’s load chart, operating instructions and other instructional plates must be read and understood prior to operating the crane.

 49,1 m (161 ft) main boom, full span outrigger, without jib

Radius
in

feet

#01

Main boom length in feet

38.5 54-A 69-B 85-C 100-D 116-E 131-F 147-G 161

6 90,000
(78.5)

8 77,000
(75.4)

10 65,500
(72.2)

25,650
(77.4)

12 56,700
(69.0)

25,200
(75.2)

23,350
(78.8)

15 44,400
(64.0)

24,750
(71.8)

22,950
(76.3)

21,250
(79.1)

20 31,700
(55.1)

24,300
(66.0)

22,500
(72.0)

20,850
(75.8)

15,850
(78.3)

25 23,900
(45.1)

22,050
(59.9)

20,350
(67.5)

18,750
(72.3)

14,250
(75.5)

10,000
(77.9)

7700
(79.7)

30 18,650
(32.7)

17,350
(53.3)

16,100
(62.8)

14,850
(68.6)

12,900
(72.5)

9100
(75.5)

7200
(77.7)

5600
(79.3)

35 14,750
(11.0)

13,950
(46.1)

12,950
(58.0)

12,000
(64.8)

11,250
(69.5)

8400
(72.9)

6600
(75.5)

5300
(77.5)

4000
(78.9)

40
11,350
(37.8)

10,600
(53.3)

9850
(61.2)

9200
(66.5)

7750
(70.4)

6150
(73.3)

5050
(75.6)

3900
(77.3)

45 9400
(28.6)

8850
(47.8)

8250
(57.2)

7700
(63.3)

7050
(67.7)

5800
(71.1)

4750
(73.7)

3750
(75.6)

50 7700
(12.2)

7400
(41.7)

6900
(52.9)

6500
(59.9)

6150
(65.0)

5400
(68.8)

4500
(71.8)

3550
(73.9)

55 6100
(34.7)

5750
(48.4)

5450
(56.5)

5100
(62.1)

4900
(66.5)

4200
(69.8)

3400
(72.2)

60 5000
(26.2)

4750
(43.6)

4500
(52.8)

4250
(59.1)

4100
(63.9)

3950
(67.8)

3250
(70.4)

65 4100
(13.0)

3950
(38.2)

3750
(49.0)

3550
(56.1)

3400
(61.4)

3300
(65.5)

2950
(68.6)

70 3250
(32.1)

3100
(45.0)

2950
(52.9)

2850
(58.7)

2750
(63.2)

2700
(66.7)

75 2650
(24.6)

2550
(40.6)

2450
(49.6)

2350
(56.0)

2300
(60.9)

2250
(64.6)

80 2100
(35.8)

2000
(46.1)

1950
(53.6)

1900
(58.5)

1850
(62.5)

85 1700
(30.3)

1650
(42.4)

1600
(50.3)

1550
(56.1)

1500
(60.3)

90 1300
(23.6)

1300
(38.4)

1250
(47.2)

1250
(53.6)

1200
(58.2)

95 1000
(14.0)

1000
(34.0)

1000
(44.0)

950
(50.9)

950
(55.9)

100 700
(29.0)

750
(40.6)

750
(48.3)

750
(53.6)

105 500
(23.0)

500
(37)

500
(45.4)

500
(51.2)

Minimum boom angle (°) for indicated length (no load) 23 37 45 51
Maximum boom length ( ft) at 0° boom angle (no load) 100

NOTE: ( ) Boom angles are in degrees.
#LMI operating code. Refer to LMI manual for operating instructions.

Lifting capacities at zero degree boom angle

Boom
angle

Main boom length in feet

38.5 54-A 69-B 85-C 100-D

0° 10,000
(36)

7000
(51)

3800
(66.5)

1900
(82)

800
(97.5)

NOTE: ( ) Reference radii in feet.  80048595

Rated Load Reductions from main boom capacity when lifting over main boom nose with:

38' erected 1950 1850 1750 1700 16502200 1650 1600 1600



Load chart

21Series NBT45

 49,1 m (161 ft) main boom, full span outrigger, with 11,6 m (38 ft) jib

Boom extension capacity notes:
1.  All capacities above the bold line are 

based on structural strength of boom 
extension.

2. 38 ft extension may be used for single line 
lifting service

3. Radii listed are for a fully extended 
boom with the boom extension erected. 
For main boom lengths less than fully 
extended, the rated loads are determined 
by boom angle. For boom angles not 
shown, use the rating of the next lower 
angle. 

	 Warning: Operation of this machine 
with heavier loads than the capacities 
listed is strictly prohibited. Machine 
tipping with boom extension occurs 
rapidly and without advance warning.

4. Boom angle is the angle above or below 
horizontal of the longitudinal axis of the 
boom base section after lifting rated 
load. 

5. Capacities listed are with outriggers 
properly extended and vertical jacks set.

6. When lifting over the main boom 
nose with 38 ft extension erected, the 
outriggers must be fully extended or 50% 
(17.5 ft) spread. 

Radius
in

feet

#02

Main boom length in feet

38.5 54-A 69-B 85-C 100-D 116-E 131-F 147-G 161

6 89,150
(78.5)

8 76,150
(75.4)

10 64,650
(72.2)

25,050
(77.4)

12 55,850
(69.0)

24,600
(75.2)

22,900
(78.8)

15 43,550
(64.0)

24,150
(71.8)

22,500
(76.3)

20,850
(79.1)

20 30,850
(55.1)

23,700
(66.0)

22,050
(72.0)

20,450
(75.8)

15,550
(78.3)

25 23,050
(45.1)

21,450
(59.9)

19,900
(67.5)

18,350
(72.3)

13,950
(75.5)

9700
(77.9)

7450
(79.7)

30 17,800
(32.7)

16,750
(53.3)

15,650
(62.8)

14,450
(68.6)

12,600
(72.5)

8800
(75.5)

6950
(77.7)

5350
(79.3)

35 13,900
(11.0)

13,350
(46.1)

12,500
(58.0)

11,600
(64.8)

10,950
(69.5)

8100
(72.9)

6350
(75.5)

5050
(77.5)

3800
(78.9)

40 10,750
(37.8)

10,150
(53.3)

9450
(61.2)

8900
(66.5)

7450
(70.4)

5900
(73.3)

4800
(75.6)

3700
(77.3)

45 8800
(28.6)

8400
(47.8)

7850
(57.2)

7400
(63.3)

6750
(67.7)

5550
(71.1)

4500
(73.7)

3550
(75.6)

50 7100
(12.2)

6950
(41.7)

6500
(52.9)

6200
(59.9)

5850
(65.0)

5150
(68.8)

4250
(71.8)

3350
(73.9)

55 5650
(34.7)

5350
(48.4)

5150
(56.5)

4800
(62.1)

4650
(66.5)

3950
(69.8)

3200
(72.2)

60 4550
(26.2)

4350
(43.6)

4200
(52.8)

3950
(59.1)

3850
(63.9)

3700
(67.8)

3050
(70.4)

65 3650
(13.0)

3550
(38.2)

3450
(49.0)

3250
(56.1)

3150
(61.4)

3050
(65.5)

2750
(68.6)

70 2850
(32.1)

2800
(45.0)

2650
(52.9)

2600
(58.7)

2500
(63.2)

2500
(66.7)

75 2250
(24.6)

2250
(40.6)

2150
(49.6)

2100
(56.0)

2050
(60.9)

2050
(64.6)

80 1800
(35.8)

1700
(46.1)

1700
(53.6)

1650
(58.5)

1650
(62.5)

85 1400
(30.3)

1350
(42.4)

1350
(50.3)

1300
(56.1)

1300
(60.3)

90 1000
(23.6)

1000
(38.4)

1000
(47.2)

1000
(53.6)

1000
(58.2)

95 700
(14.0)

700
(34.0)

750
(44.0)

700
(50.9)

750
(55.9)

100 500
(40.6)

500
(48.3)

550
(53.6)

Minimum boom angle (°) for indicated length (no load) 23 37 45 51

Maximum boom length (ft) at 0° boom angle (no load) 100

NOTE: ( ) Boom angles are in degrees.
#LMI operating code. Refer to LMI manual for operating instructions.

Lifting capacities at zero degree boom angle

Boom
angle

Main boom length in feet

38.5 54-A 69-B 85-C 100-D

0° 9150
(36)

6400
(51)

3350
(66.5)

1500
(82)

500
(97.5)

NOTE: ( ) Reference radii in feet.  80048598

ON OUTRIGGERS FULLY EXTENDED - 360°

Radius
in
feet

#03

41 2300
(80)

61 2200
(75)

79 1650
(70)

94 1000
(65)

Min. boom  angle
for indicated length

(no load)
60°

Max. boom length
at 0° boom angle

(no load)
  69 ft

80048601

NOTE: ( ) Boom angles are in degrees.
#LMI operating code. Refer to LMI manual for
operating instructions.

THIS CHART IS ONLY A GUIDE AND SHOULD NOT BE USED TO OPERATE THE CRANE. 
The individual crane’s load chart, operating instructions and other instructional plates must be read and understood prior to operating the crane.
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Accessories

Radio Remote Controls – (Ground level or boom tip)	 • NB4R (R4 functions)
Eliminate the handling and maintenance concerns that accompany cabled 
remotes. Operate to a range of about 76 m (250 ft), varying with conditions.	

Heavy-duty Personnel Basket – 
544 kg (1200 lb) capacity steel basket with safety loops for two passengers. Gravity	 • BSA-1
leveling 183 cm x 107cm (72 in x 42 in) platform. Fast attachment and secure locking 	 • BSA-R1 (provides rotation)
systems. 	 • BSAY-1	
	 • BSAY-2

Air Conditioning for Crane Cab – 
Provides excellent crane cab cooling to overcome the radiant heat	 • A/C
from the sun reflection.	

Auxiliary Winch 15,000 lb Line Pull –  
Second winch redundant to the main, planetary winch with boom tip “rooster 	 • NBT45AW
sheave” to allow reeving of both winch lines.	

Spanish-Language Danger Decals, 	 • SDD 
Control Knobs, and Operators’ Manuals	 • SOM



Notes

23Series NBT45
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